
Diversionary Device, Single 

Use, Non-Reloadable 
Product Code:  ALS09NR 

Product Specifications 

 

 

 

 

 

PRODUCT DESCRIPTION 

The ALS09NR is comprised of the serialized ALS09 tactical diversionary device reload 
and a single use aluminum body that produces 174 dB at 5 feet, and emits 2-4 million 
candela. In addition to the light and sound, the ALS09NR produces a significant pressure 
wave that adds to the disorienting physiological effects. The ALS09NR is non-reloadable. 

UN Number UN0110 

SHIPPING INFO 

Proper Shipping Name Grenades, Practice 

Hazard class 1.4S 

Quantity per package 10 

Total package weight 7.1 lbs (3.2 kg) 

Package type 4G Fiberboard Box 

Package Dimensions 16 3/4 in x 7 in x 5 1/2 in (425 mm x 178 mm x 140 mm) 

WARNING:  This round should only be used by 
individuals properly trained in the use of tactical 
munitions. Serious injury or death may occur if the 
product is misused or in rare or unexpected instances. 

*All specifications are average and are subject to change without notice.

2150 Whitfield, Sarasota, FL 34243
Phone/Fax: 941-549-8388
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 Reload Non-Reloadable 

Diameter 1.75 in (44mm) 

Length 4.5 in (114mm) 

Fuze Model M201A1 

Explosive 5 g Flash Powder 

Sound Level 174 dB @ 5 ft (1.5 m) 

Light Level 2-4 Million Candela 

Material Aluminum 

Product Weight 0.5 lbs (224g) 

Part No. ALS09NR 

Warranty 5 Years 

Options 
Available with 
confidence clip as 
ALS09NR-CC 


